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ISTR. Dl MONT. KITAUTOALIM. PER SPAZIO "FRESH-BREW" 
MOJNVNG INSTR. FOR SB.FFSDING KIT SPAZIO "mESH-BRBN" 

INSTR. DEMON! KITD'AUTOALIM. POURSPAZIO'fflESH-BRB/V" 
MOmGBWL. DES SB.BSTSPBSUNGSKITF SPAZIO "mESH-BREW" 
INSTR. DEMONT DEL KITAUTOALIM. PARA SPAZIO "mESH-BREW" 



COD ICE - CODE 

599597400 



COMPILATO- RUED our 

MIRRI 



CONTROLLATO - TESTED 

ROTA 



FOGLIO- SHEET 

1/15 



DATA - DATE 

20-11-98 




Fig. - Abb. 1 
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ISTR. Dl MONT. KITAUTOALIM. PER SPAZIO" INSTANT 
MOUNTING INSTR. FOR SELF-FEEDING KIT SPAZIO "INSTANT' 
INSTR. DEMONT KIT D'AUTOALIM. POUR SPAZIO "INSTANT 
MONTAGEANL. DES SELBSTSPEISUNGSKIT F SPAZIO -INSTANT' 
INSTR. DE MONT DEL KITAUTOALIM. PARA SPAZIO "INSTANT 



COD ICE - CODE 

599597400 



COMPILATO- RUED our 

MIRRI 



CONTROLLATO - TESTED 

ROTA 



FOGLIO- SHEET 

2/15 



DATA - DATE 

20-11-98 




Fig. - Abb. 2 
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ISTR. Dl MONT. KITAUTOALIM. PER SPA2I0 "ESPRESSO' 
MOUNTING INSTR.PDR SELF-FEEDING KIT SPAZIO "ESPRESSO 
INSTR. DEMON! KIT D'AUTOALIM. POUR SPAZIO "ESPRESSO' 
MONTAGEANL. DES SELBSTSPEISUNGSKIT F SPAZIO "ESPRESSO' 
INSTR. DEMONT DEL KITAUTOALIM. PARA SPAZIO "ESPRESSO' 



COD ICE - CODE 

599597400 



COMPILATO- RUED our 

MIRRI 



CONTROLLATO - TESTED 

ROTA 



FOGLIO- SHEET 

3/15 



DATA - DATE 

20-11-98 




Fig. - Abb. 3 
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MOUNTING INSTRUCTIONS - SELF-FEEDING KIT FOR 
"SPAZIO" - ESPRESSO, INSTANT, FRESH BREW VERS. 


COD ICE - CODE 

599597400 


FOGLIO- SHEET 

5/15 


ENGLISH 


COMPILATO- RUED our 

MIRRI 


CONTROLLATO - TESTED 

ROTA 


DATA - DATE 

20-11-98 



1 . Turn off and unplug the unit from the electrical supply, and turn off the water supply to it. 

2. Remove the fastens (A) from the water inlet valve (B). 

3. Remove the two silicone tubes (C-D) from the water inlet valve (B). 

The silicone tube (C) must be closed using the pinching band found in the kit. 

4. Dismount the water valve (B), removing the water inlet elbow (E) also. 

For models with Everpure filter dismount the water valve (F) and disconnect the tube from the 
water valve support (F) and remove the tube coming from the Everpure filter (P). 

5. Install the pump support using the nutscrews and screws (G) found in the kit (use the holes 
shown in the figure for mounting the support to the unit's back). 

6. Connect the fasten (H) of the pump's cable to the fastens of the general cable (use the connec- 
tors A previously removed from the water inlet valve). With the wire retaining strap (Q), fix the 
Fasten connection to the cable. 

7. Disconnect the Fasten of the earthing cable to the fan (M). Connect in its place the feminine 
end of the earthing Fasten (L) on the pump cable. 

Connect the earthing cable Fasten previously removed from the fan on the masculine terminal 
of the earthing Fasten (L) of the pump cable. 

8. Fix the wiring cable to the back of the unit, using the self-adhesive strips (R) and the wiring 
retaining strip (Q) from the kit. 

9. Connect the tubing nipple (I) to tube (D). After having cut it to about 220 mm, insert the tube 
clamp (S). 

ATTENTION! the connection should not be made to the Everpure filter. 

10. Mount the pump cover (N), using the two self-tapping screws and apply the self-adhesive label 
from the kit. 

11. Before refilling the tank, it is necessary to sterilise the tank and the tank fishing tube using the 
same chlorine based detergent used for the mixer. 

12. Refill the tank, and position it as shown in the figure and insert the suction tube (O), being sure 
that it do not reach the bottom of the tank. 

1 3. If the resin cleaner is mounted on the unit it must be filled with water before starting the installa- 
tion. 

14. Place the dip switch 4 in the expansion board to ON, and turn the unit on. 

Carry out the installation by following the programming menu and pushing the switch corre- 
sponding to the function (see Use and Maintenance Manual). 

Confirm that the pump suction line is correctly positioned and, if necessary, repeat the opera- 
tion. 

When the installation is completed, turn off the unit, and then restart it. 

At start-up or after "Empty water restart", the unit may be out of service for several seconds due 
to lack of water. 

In case this condition persists for more than 2 minutes after start, repeat the installation opera- 
tion in the mode described. 

15. ATTENTION 

Every time it is necessary to remove the suction tube from the tank, turn the unit off and relieve 
the resin filter pressure (when applicable) as follows: 

- after closing the tube (D) with the tube clamp (S), remove temporarily the tube (D) from the 
tubing nipple (I); 

- place the tube (D) above the dry pitcher, open the tube clamp and let the water flow out; 

- before restarting the unit, reconnect the tube (D) to the tubing nipple (I). 

* Versions with Everpure filter 



